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DIMENSIONES PLACA (mm) 76x31

VOLUMEN OCUPADO (mm) (sin imanes)   76x31x8

(con imanes)  76x31x16

LED SMS 2835

TEMPERATURA DE COLOR 3000K 4100K 6000K

RA 81,9 83,9 81,4

EFICACIA LUMINOSA 119  lm/W 122,72 lm/W 120,64 lm/W

ESPECTRO DE ONDA

FLUJO LUMINOSO/ LED 60,99 lm 66,25 lm 66,78 lm

FLUJO LUMINOSO MÓDULO 595 lm 613,6 lm 603,2 lm

VIDA UTIL 50000 hs

REGULABLE SI

FACTOR DE PONTENCIA ≥0,98
POTENCIA MÓDULO 5 W

ENTRADA ALIMENTACIÓN 230 Vac - 50 Hz

APDO. CORREOS 300- Poligono Industrial El Mugrón 3ª Fase 
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MDU-5WRC

COLOR TEMPERATURE (CCT) 3000K 4100K 6000K

WATTAGE 5W

DIMMABLE YES

NOMINAL VOLTAGE / 
OPERATION FREQUENCY

230V 50Hz

MAX. ELECTRIC CURRENT 22 mA

POWER FACTOR (PF) ≥ 0.98

COLOR RENDERING INDEX (RA) ≥ 80

BEAM ANGLE 180º

LED Multiled SMD 2835

ENERGY EFFICIENCY A++

ENVIRONMENTAL PROTECTION IP30

DIMENSIONS 87 x 37 x 11 mm

DIMENSIONS (WITH MAGNET) 87 x 37 x 19 mm

WIRE LENGHT 120 mm
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Photo parameters
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Technical Data
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MDU-5WRC (Warm white) 
CCT: 3000K 
Lumens: 459 lm 
Luminous Efficacy: 92 lm/W

Wavelength (nm)

Wavelength (nm)

MDU-5WRC  (Cool white) 
CCT: 6000K 
Lumens: 526 lm 
Luminous Efficacy: 106 lm/W

It can be installed in closed luminaries (fluorescent luminaries), hold 
back outdoor luminaries (luminous signs) or open surfaces (showcase or 
in all types of furniture). 

The outer protection of the module is thermal casing that incorporates 
magnets for metal surfaces and 3M thermal tape for other surfaces.  

Installation on other surfaces:  
1. Unscrew magnets and cut flat plastic screws. 
2. Remove 3M tape of the module and adheres to the surface. 
3. Connect up to a MAXIMUM of 40 per line.

( * ) F o r p r o p e r 
i n s t a l l a t i o n a n d 
operation, when the 
m o d u l e s a r e 
c o n n e c t e d , t h e 
connection must be 
respected (L) the brown 
phase, and (N) the 
neutral blue, as shown 
in Figure 3.

1 2 3*

MDU-5WRC  (Neutral white) 
CCT: 4100K  
Lumens: 571 lm 
Luminous Efficacy: 114 lm/W

Max. 40

Vac 230
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